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AGMA 250.04 2 EP to 7 EP, AGMA 251.02 4 
EP, 5EP, 6EP, DAVID BROWN SL 53.101, US 
Steel 220 & 224 . Cincinnati Milacron P-63 
(68). DIN 51517 part III

IEP Industrial Gear Oil
ISO 2EP, 3EP, 4EP, 5EP, 6EP, 7EP

Meets the performance requirement BIS 
1115.

Soluble Cutting Oil

11L / 11M / 11H, 21L / 21M / 21H,
31L / 31M / 31H, 41L / 41M / 41H, 

Neat Cutting Oil

Recommended in service for closed systems 
whose bulk temperature does not exceed 
270ºC.

HT Heat Transfer Fluid
ISO 32, 46, 68, 100

INDUSTRIAL LUBRICANTS

API CD, MAN ES (MAN B & W), Yanmar & 
Daihatsu Engines besides Wartsila (WinGD).

CENTEX TPEO
Marine Engine Oil
12 TBN & 15 TBN
SAE 30, 40, 50

API - CD, MAN ES (MAN B & W), Wartsila 
(WinGD) and JEC (UE Engines)

CENTEX MCO
Heavy Duty Marine Cylinder Oil
24 TBN, 30 TBN, 40 TBN, 50 TBN
SAE 30, 40, 50

MARINE ENGINE OIL
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SYNTHETIC DIESEL ENGINE OILGASOLINE ENGINE OILHYBRID / E-VEHICLE FLUID

API SP, API SN, ILSAC GF-6A, Dexos 1 Gen 3, 
Ford WSS M2C962-A1, and Chrysler MS 
6395, MB 229.6, BMW LL FE, Volvo 
9520037, Renault 0700

e-PEGASO
Fully Synthetic Hybrid Motor Oil
SAE 0W/20

GM Dexron® VI, Ford, Mercedes, Toyota, Volvo, 
Honda

e-MERCUR
Fully Synthetic Hybrid/EV
Automatic Transmission Fluid

ASTM D 3306/4656/4985/6210; JIS K 2234 and 
SAE J 1034.

e-FREEZO
Synthetic Hybrid/EV
Thermal Management Fluid

SYNTHETIC GASOLINE ENGINE OIL

ANP SP; API SN+Resource Conserving; 
ILSAC GF 6A (GF 6B for 0W-16); Dexos1™ 
Gen 3; GM 4718M

PEGASO 10000
Fully Synthetic Gasoline Engine Oil
SAE 0W/16, 0W/20, 5W/20
5W/30, 5W/40

API SN/CF, ACEA A3/B4-2012 A3/B3, 
Mercedes Benz 229.3 & 229.5., JASO 
MA-2, VOLKSWAGEN 502/505, Porsche 
A40, Opel GM-LL-A/B-025, Renault 
0700/0710

PEGASO 9050
Fully Synthetic Gasoline Engine Oil
SAE 5W/30, 5W/40

API SM/CF, VW – 500.00, 502.00, 505.00, 
BMW - Long Life 98, Mercedes Benz – Sheet 
229.3, Porsche “GL”

PEGASO 9000
Fully Synthetic Gasoline Engine Oil
SAE 5W/30, 5W/40, 5W/50

API SP and ACEA A3/B4 specifications for 
quality and assurance.

LUMIX 10000
Synthetic Gasoline Engine Oil
SAE 10W/40

API SN, VW – 500.00, 502.00, 505.00, 
BMW - Long Life 98, Mercedes Benz – Sheet 
229.3, Porsche “GL”

PERFO 9050
Premium Grade Gasoline Engine Oil
SAE 10W/30, 10W/40
15W/40, 20W/40, 20W/50

API SM, General Motors GM 6094M, Chrys-
ler MS 6395 N, Mercedes Benz Sheet 
229.3, ACEA E7 – 97, Volvo VDS3, MTU Type 
2 & Detroit Diesel specifications.

PERFO 9000
Premium Grade Gasoline Engine Oil
SAE 10W/30, 10W/40, 15W/40
20W/40, 20W/50

API SL/CF, ACEA E2-96, ACEA A3-98/B3-98, 
B4-02, MB 229.1, MAN 270/271, VOLVO 
VDS, MACK EO-L, MTU/DDU TYPE-1 and 
ALLISON–C4.

PERFO 8000
Premium Grade Gasoline Engine Oil
SAE 10W/40, 15W/40, 20W/40
20W/50, 40, 50

API SJ/CF, ACEA A3/B3, MB 229.1, VW 
500/505, Porsche and BMW.

PERFO 7000
Premium Grade Gasoline Engine Oil
SAE 10W/40, 15W/40, 20W/40
20W/50, 40, 50

API SJ/CF, JASO MA, MA2

PERFO 4T
Four Stroke Engine Oil
SAE 20W/50, 10W/40
10W/30, 20W/40
API SJ

ANTIFREEZE COOLANT

BS 6580, AFNOR 15-601, ASTM D 3306, 
SAE J 1304, CUNA NC 956-16

FREEZO
Premium Quality Coolant

GREASES

KP 00G 30, ISO L XCEB, KP2K 30, DIN 51502

AMPLE EP
EP Grease Lithium
NLGI 1, 2, 3

Can be used at elevated temperature upto 
120°C

MOLYCOM
Lithium Moly Complex Grease
NLGI 1, 2, 3

DIN 51825, KPIN 20

LICO
Lithium Complex Grease
NLGI 1, 2, 3

ASTM D 9950LA, ISO 12924L, XBB4A, DIN 
51825, ICIG20

MP CALCIUM GREASE
Calcium Based Multi Purpose Grease
NLGI 1, 2, 3

HYDRAULIC OIL

Denison HF0, HF1, HF2, GM LHH-04-01, 
Vickers 1-2865, M-29505, DIN 51524 part 
2, CINCINNATI P-68, P-69 and P-70, AFNOR 
NFE 48-0690 (DRY), AFNOR NFE 48-691 
(WET) AFNOR NFE 48-603. 

TEXTRON
HVI Hydraulic Oil
ISO 32, 46, 68, 100

Denison HFI, HF2, HFO specifications DIN 
51524 PART 2, FORD M-6C32, CINCINNATI 
P-68, P-69, VICKERS M 29505 (Mobile 
Equipment), Vickers 1-2865 (Industrial Equip-
ments) AFNOR NFE 48-603 HM, US steel 
136 – 127, ASLE 64-1 to 64-4 70-1 to 
70-3.

TEXTRON
AW Hydraulic Oil
ISO 32, 46, 68, 100, 150, 220

API CK-4, CJ-4 requirements. SAE 10W30 
grade  also meets API FA-4 requirements. 
Further this family meets requirements of 
Ford WSS-M2C17-F1, Cummins CES 
20086/87, DDC 93K 222/223, MAK 
EOS-4.5, Volvo VDS-4.5, Renault RLD-3, 
ACEA E7/E11-22, Mercedes Benz 228.5, 
MAN 3275/3575, Duetz DQC 1III-18 LA and 
Allison TES 439.

METRIC 10000
Fully Synthetic Diesel Engine Oil
SAE 10W/30, 10W/40, 15W/40 

DIESEL ENGINE OIL

API CJ-4, API CI-4 with CI-4 Plus, CH-4, CG-4 
and CF-4. ACEA – E7, E5. Cummins  CE5 
20078, 71, 76, 77. Mercedes Benz: 228.3, 
MAN 3275 Volvo – VDS3, Scania – LDF , 
Mack Truck: EOM +, DAF ACEA E3

DENIM 9050
Heavy Duty Diesel Engine Oil
SAE 10W/30, 10W/40, 15W/40

API CI-4 / CH-4 / CG-4 / CF-4 / CF / SL / SJ, 
Mercedes Benz 228.5 / 229.1, Allison C-4, 
ACEA E7 / A3 / B3, JASO DH-1, Global 
DHD-1, Cummins CES 20078, CES 20077, 
CES 20076, MAN 3275, VOLVO VDS3, 
MTU-Type 2, CAT ECF1, Renault RLD 2, MAK 
EO-N, Duetz DQC III- 18 and DDC 93K 215.

DENIM 9000
Heavy Duty Diesel Engine Oil
SAE 10W/30, 10W/40, 15W/40, 20W/50

API CH-4/CG-4/CF-4, ACEA: E3, E5/ E7, 
MB-228.3, Scania E3, MAN 271, Volvo 
VDS-2, GM Allison C-4, Cummins CES 
20071, 20072, 20075

DENIM 2090
Heavy Duty Diesel Engine Oil
SAE 10W/40, 15W/40, 20W/50, 30

API CF4/SJ, MIL-L-2104E, MIL-L- 46152E, 
CCMC D4, G4, PD2, ACEA A2/B3/E2/02, MB 
229.1, VOLVO VDS, MAN 271, MTU – TYPE 
1, ALLISON C-4, CAT TO2/TO3

DENIM 2070
Heavy Duty Diesel Engine Oil
SAE 10W/40, 15W/40, 20W/40, 40, 50

AUTOMOTIVE GEAR OIL

API GL-5 and U.S Military specification 
MIL-L-2105D

EFFOL MP
Automotive Gear Oil
SAE 90, 140, 80W/90, 85W/90, 85W/140

API service GL-4 and U.S Military Specifica-
tion MIL-L-2105C

EFFOL EP
Automotive Gear Oil
SAE 90, 140, 80W/90, 85W/90, 85W/140

TRANSMISSION FLUID

GM Dexron® IID and Dexron® IIE, Mercedes 
Benz 236.7. ALLISON C3, GM 6137M, 
Caterpillar TO-2.

MERCUR
Automatic Transmission Fluid

General Motors GM Dexron® III specifica-
tions, Ford M2C 138-CJ/166H, Allison C-4 
specifications, CAT-TO2.

MERCUR
Automatic Transmission Fluid

Mercur DX-VI meets the following perfor-
mance criteria : DEXRON® VI

MERCUR
Automatic Transmission Fluid

BMW DCTF-1, Ferrari TE DCT-3, Porsche 
999.917.090.00, BMW 6-speed DCT, Ford 
WSS-M2C936-A, PSA 9734.S2, BMW EU 
83 22 2 148 578, Ford M2C200-D2 / 
XT-11-QDC, Renault EDC, BMW EU 83 22 2 
148 579, MB 236.21, Volvo 
1161838/1161839 BMW EU 83 22 0 440 
214, Mitsubishi TC-SST, VW G 052 182, 
BMW EU 83 22 2 147 477, Mitsubishi 
SSTF-1 MZ320065, VW G 052 529, BMW 
MTF LT-5, Porsche 000 043 207 29, VW TL 
521 82, Chrysler 68044345 EA / GA, 
Porsche 000 043 207 30, VW TL 525 29, 
Chrysler Powershift 6-speed, Porsche 
999.917.067.00, ZF TE-ML 11, DCT-1, 
Porsche 999.917.080.00/01

MERCUR
Dual Clutch Transmission Fluid (DCT Fluid)

OEM CVT Fluid Spec., Audi/VW TL 52180; G 
052 180, TOYOTA TC, GM/SATURN DEX-CVT, 
Mercedes Benz 236.20, Hyundai/KIA SP III, 
FORD CVT 30 / CVT 23.

MERCUR CVT
Continuously Variable Transmission Fluid

BRAKE FLUIDS

FMVSS No. 116, DOT-4, SAE J1704, ISO 
4925.

SUPER 4000
Heavy Duty Brake Fluid

US FMVSS DOT 3, ISO 4925 Class 3, SAE J 
1703

SUPER 3000
Heavy Duty Brake Fluid

US FMVSS DOT 5.1, SAE J 1708, ISO 4925 
Class 3/4/5.1, JIS K 2233 Class 3/4/5

SUPER 5100
Heavy Duty Brake Fluid

Temperature ranging -20°C to 120°C

AMPLE MP
MP Grease Lithium
NLGI 1, 2, 3


